1different by UNI and DIN for M10,
1M12, M14, M22 diameters n
.Tolerance: A and B category "
raccording to stock availability "
:On request: diameters >M30 n

1On request: AISI 304 - 316-410- |
1B7 - L7 materials "

Description

Friday, May 17, 2024

Hexagonal head screws
ISO 4017 - UNI 5739
DIN 933
totally threaded
Class 10.9 Zinc plated

15 Paimt muat be bhunt ar it could be rulled for 5 M4
a-zioa thread (out end) (ref. ISO 4783)
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_ Raferance posiflon for dw

Price VATexcl.

% Price Change

Package d mm

euro/100

1 2

M 8 X 100 ZINCATE on demand - - 1 M8 100
M 8 X100 ZINCATE da max 9.2 || kw min cat. A 3.61
p 1.25||dw min cat. A 11.63||r min 0.4
a max 4]|e min cat. A 14.38(|s max 13
min 1.25 nom 53 min cat. A 12.73
c max 0.6k min cat. A 5.15
min 0.15 max cat. A 5.45

Technical informations are indicative and

can be updated.
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Production and distribution

GANDINI FASTENERS SRL Sales department

of fasteners, fixing elements viale Pier Paolo Pasolini, 83 250@gandini.it

and mechanical parts
machining
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Administration
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