GANDINI Tuesday, May 7, 2024
. 'SAE 1070-90 Carbon Steel W {; \I-’E-R;.;I; ';"I:P-E -------- t-h;l; ;";F:E -------- [ SSR -inch series
n I §5R-0162 from $$R-0175 | bearings preload
: surface finishes . i — !
| Oil dipped f PN | OVERLAP TYPE
! ' Example of designation: SSR-0050 ;: b k\;b /; :
"""""""""""""" : . H - | H : A
| et s 1{
! ke diametar H] bore dlume‘rer H] ! v
L _ _ - - - Em, e ————— 1
...................................... ,

I d1=bore diameter

1
| d4=shaft diameter :
1 S=thickness !
. H=free height :
 H1=work height !

description Price % Price Change Package
Euro x100
SSR-0125 59,00 +20% - 500
WAWE
description s inch. 0.016
SSR-0125 mm 0.41
d1 - bore inch. 1.250 |[o inch. 0.133
diameter T
mm 3.38
mm 31.75
- - spring rate Lb/inch 306
d4 - shaft diameter inch. 0.96
24.38 N/mm 54
mm &+ (Theoretical value)
Spiral overlap type
Load Lbin H1 22.00
N in H1 97.90
H1 work height inch. 0.078
mm 1.98
H free height inch. 0.150
mm 3.81
wave nr 3
Weight Kg/1000 0.96

Technical informations are indicative and can be updated.
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